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AVHGC=DST (14 Aug 68) 3d Ind YAJ Klingmsn/ds/LBN 4433
SUBJECT: Operational Report of the 8ith Engineer Battalion (Construction)
for the Period Ending 31 July 1968 (RCS CSFCR=65) (R1)

HEADQUARTERS, US ARMY VISTNAM, AFO San Francisco 96375 1 3 SEP 1968

TO: Commander in Chief, United States Army, Pacific, ATTN: GFOP-DT,
APO 96558

1. This headquarters has reviewed the Operational Report-Lessons Learned
for the quarterly period ending 31 July 1968 from Headquarters, 8ith
Engineer Battalion (Construction).

2. Reference item concerning the use of a 2 pole (single phase) double
breaker with boxes, as & substitute for a circuit breaker lighting panel
board, Section 2, paragraph B3: Concur. This method is acceptable in
accordance with the Hational Elsctric Code, but should only be used as an
expedient, The cost of installation will increase due to the increased
manhours necessary for installation, plus the cost of additional wire and
each separate circuit breaker box installed.

FOR THE COMMANDER:

R GUENTHER
CPT. AGC
ASST. ADJUTANT GENERAL

Cy furn:
HQ 18th Engr Bde
HQ 84th Engr Bn

MFR: ORLL was staffed through:
Engr - CPT Brown/LL19

ACTION OFFICER: MAJ Klingman/LL33
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