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SUBJECT: Operational Report - tf.(;ssong Learned of the 84th wuincer
Battalion (Construction) for the Period Ending 31 Cetober

1969, RCS CSFCi-65 (R2)

'EVALUATI(N: The sheet netal roof was flexing under wind loads and allowing rain
to enter the building under the end laps. Degign spacing of purlins was
determined to be excessive.

'RECOMMENDATICN: Additionol purlins were instgldesd iy th i ter to
center spacing to 2 fect. This nodifigation gé«ﬁnmm &de mﬁg Eﬂ&
netal flexing.

TItem: Emcrgency Bypasses

CBSERVATICN: The placement of a culvert in a swift strean is difficult as the
strean tegndg to rove the culvert,

EVALUATI(N: A nmethod is necded to anchor culverts prior to backfilling,

RECCMMENDATICN: Energency bypass culverts can be secured in swift streans by us-
ing 7 foct lengths of #9f Ribar dtiven at the rear ~nd sides of each culvert.
Positioning a culvert in swift current can be accorplished by using the 7 foot
lengths of #9¢ Ribar as stakes on the near and far shores with ropes attached to
the culvert. The ribar can be recowvered after the culvert has boen positioned.

Tter: Trailer Brakes

7OBSERVATION:‘ When parking 4, 3/4 and 1} ton trailers for prolonged periols of
tine, the brekes stick end require considerable effort to frec.

'EVALUATICN: Brakes have a tendency to stick becnuse the hunidity causes the fiber
brake shoes to adherc to the metal druns.

FECCMMENDATICN: When parking trailers for prolonged periods of time, it is
recarmended that blocking be placed in front & beh:.nd the wheels instead of using
the hand brakee.

‘Tten: Keeping gnakes out of culvert type bunkers

'OBSERVATI(N: 4 culvert, when built intc a borm as a fighting position, often
becanes a snake trape The snokes nct cnly fall into the culvert from the top,
but also burrcw their way into the bunker thrcugh the bottor,

EVILUATICH: A nethod was needed to keep smikes out of culvert type bunkers.

RECCMMENDATICN: Screening raterial can be placed eon the bottan of the hole and
the culvert then can be placed on the scrcen, This prevents snakes from burrowing
intc the bunker, Screen can also be placed loosely across the tnp. Tns keeps
the snckes fror falling into the hele, but still allows a lrm to&eag;u §u11p into
the bunker. - ‘s \l“\ AR
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(11) Ttem: Grader Bolts

OBSEHRVATICN: Bolts that hold cutting edges on ton grader blades often becane
twisted or broken.

EVALUATI!N: Obstructicns are ca‘bch:l.nr’ on; the excess 'l‘ihxfeau on these bolts ond
causing tho dannge., g Bouy o b #6




